Bearing housings

5.3 Fixed bearing housing type BK

The axis height of the fixed bearing BK is matched to supported bearing BF.
The end machining suited to fixed bearing BK is the E2B-xx type.

Fixed bearing set BK includes:
Steel bearing housing
Angular contact ball bearing (2 pcs)
Spacer (2 pcs)
Radial lock nut
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(1) Housing, (2) Bearing, (3) Retaining cover, (4) Support ring, (5] Seal, (6) Clamping nut, (7) Allen set screw

BK-10 10 25 29 b o0 39 30 227 3 325 4 13 6 66 108 51 M3 16 E2B-10  7000A
BK-12 12 16 b 295 b 60 43 30 34 325 413 6 66 108 b5 M4 19 E2B-12  7001A
BK-15 16 77 6 320 6 70 48 3 8 40 380 54 15 6 66 1.0 65 M& 22 E2B-15  7202A
BK-17 17 3 9 440 7 86 04 43 39 50 550 68 19 8 90 140 85 M4 24 EZB-17  T7003A
BK-20 20 3 8 430 8 88 6 bh 3 52 %00 70 19 8 90 140 85 M4 30 EZB-20  7204A
BK-25 26 42 127 bhD 9 106 80 b3 48 64 700 8 22 10 110 170 1.0 M6 3 E2B-25  7205A
BK-30 30 4 14 610 9 128 89 b4 51 76 780 102 23 11 140 200 130 M6 40 E2B-30  7206A

BK-40 40 61 18 760 15 160 110 80 60 100 900 130 3 14 180 260 175 M6 60 EZB-35  7208A

Dimensions in [mm]
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